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DWG #: 0002323

DRAWN:BCM  6/1/2017

SHEET #3 

File: 0002323.idw

THE INFORMATION CONTAINED IN THIS 

DRAWING IS THE SOLE PROPERTY OF 

CROWN INDUSTRIAL.  ANY REPRODUCTION 

IN PART OR AS A WHOLE WITHOUT THE 

WRITTEN PERMISSION OF CROWN 

INDUSTRIAL IS PROHIBITED.

ID #: STOCK PART #:

MATERIAL:

REV:
# PCS.FINISH:

DESCRIPTION:

 

1

M1 M2 Safety Edge x 7'-0" Lng

 

 

1265P728 M1&M2

 

ALL DIMENSIONS IN INCHES
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Door Thickness

(Indicate)

Edge of Door

1/2

7/8

2 1/4

2

3

24" Long Lead in Wire, Std.

#1265.00558 

M1 Safety Edge 

1/16" Neoprene Astragal Weatherstrip 

PHP Type-F 10-24 UNC - 0.75

Pan Head Phillips Type-F Thread Cutting Screw

@ 8" Centers, Typ.

#216 Weatherstrip Retainer, Galvanized

1 3/8 ±

#1. Apply Contact Cement to 

back of M1 Safety Edge and attach to edge of door.

#2. Apply Contact Cement to 

#216 Weatherstrip Retainer and 

1/16" Neoprene Astragal Weatherstrip 

where it comes in contact with door.

Screw to door w/ #10 Screws.

#3. Trim any extra 1/16" Neoprene Astragal Weatherstripping


